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• Information shown on this page must be used in conjunction with the latest version of the Superior 
Walls Builder Guideline Booklet (MAN 42-9000).

• This detail is one possible option for the connection of the porch slab to the top of the Superior 
Walls panel.

• The porch slab and the connection of the porch slab to the foundation should be reviewed/detailed 
by a person competent in applying the structural design principles involved.
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To Fit

Xi Typical Wall Section With Concrete Porch

19-1107

05/23/19

To Fit

Xi

Drain Pipe To
Sump Or Daylight

(By Others)

Clean Crushed Stone Footing
(Depth Varies Per Application)

Steel Reinforced
Footing Beam

2 12" Foam Insulation

1 3 4" Concrete Face Shell
#3 Bond Beam Rebar

Connection Of Corrugated Steel Using 12"
Grade 5 Bolts 2' O.C. (By Others)

Steel Reinforced
Bond Beam

Concrete Stud
(Wrapped In 1" EPS Insulation)
Vertical #4 Rebar
(Inside Each Stud)
Galvanized
Steel Stud Facing

Concrete Floor
(By Others, See Current
Edition Of The Builder
Guideline Booklet For
Further Details)

Slab Connector
(As Required)

1" EPS Bond Beam
Insulation

Hole For Wiring
And Plumbing

Filter Membrane
(By Others)

#4 Rebar Mat 16" O.C. (By Others)

Corrugated Steel Pan (By Others)

Concrete Porch Slab (By Others)


